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Implementation Site Plan1

NOTE: 
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Existing Site Plan2

Existing Fire Hydrant Location

Rev. Date Description
T1 03.08.2022 ISSUED FOR TENDER



A140

1

A1402

A140

4

A140 3

FIP/MCP to be relocated closer to front 
entry, including 3no. wall mounted 
extinguishers

SB

3
1
0
0

2
1
6
0

SPOON DRAIN

S
P

O
O

N
 D

R
A

IN

S
P

O
O

N
 D

R
A

IN

Existing

GRATE

Builder to allow for thorough clean 
out of existing spoon drain around 

whole building 

E
X

.C
ol

.
E

X
.C

ol
.

E
X

.C
ol

.

E
X

.C
ol

.

E
X

.C
ol

.

E
X

.C
ol

.

E
X

.C
ol

.

E
X

.C
ol

.

Existing Sanitary dispenser to be retained for 
re-use

Existing ski racks and tray to be retained on 
site and re fitted in new external ski cage . 

E
X

.C
ol

.

Retain Ski boot and slipper rack 
(FRN-EX) for re-use

Existing wall mounted shelving 
and brackets & metal cupboards 
to remain

Salvage First 
Aid box

Ex. 2no. hydronic heater/plumbing 
to remain

Ex. Switchboard (SB) and firehose reel (FHR) to remain.
Remove existing hydronic panel, patch and make good.

No demo to 
classroom

No demo to 
classroom

Remove blackboard

No demo to 
classroom

Retain existing 
steel columns

Demolish kitchen & 
equipment

Demolish existing toilet facilities 
and walls dashed red

OVERALL BUILDING

15835

4595 3440 3300

5230 90 1995

1
6
8
0

2
0
0

2
2
4
0

550

4930

External Fire escape sta
ir 

2535

4620

Demolish Window and infill with
blockwork to match existing2730

2095

FHR

3
A500

Demo existing stair

Dashed line denotes extent 
of ceiling to be demolished

Dashed line denotes extent 
of ceiling to be demolished

Legend - Demolition

Demolition works

GENERAL NOTES

DEMOLISH AND DISPOSE OF LEGALLY ALL WORK AS SHOWN AND ALL 

OTHER ELEMENTS AND FEATURES AND REQUIRED IN ORDER FOR THE 
PROPOSED WORKS TO BE EXECUTED IN ACCORDANCE WITH THE 
REMAINDER OF THESE DRAWINGS.

REFER TO ALL ENGINEERS DOCUMENTATION FOR DETAILS OF 

DEMOLITION OF EXISTING SERVICES AND COORDINATION OF ALL 
BUILDERS WORK AND STAGING IN RELATION TO ALL SERVICES AND 
STRUCTURE.

ENSURE STRUCTURAL INTEGRITY TO SURROUNDING BUILDINGS DURING 

AND AFTER DEMOLITION WORKS.

ENSURE ALL SERVICES TO EXISTING PREMISES ARE MAINTAINED UNTIL 
NEW SERVICES ARE INSTALLED. RETAIN EXISTING SECURITY CAMERAS 
AND EQUIPMENT TO BE RE-USED

EXISTING SERVICES TO BE DEMOLISHED OR CUT AND SEALED
OFF AS REQUIRED. DIVERT SERVICES AFFECTED BY DEMOLITION
IN ACCORDANCE WITH ENGINEERS DOCUMENTATION.
REMAINING VERTICAL SERVICES TO BE RELOCATED TO NEAREST

COLUMN OR WALL.

REFER TO LAND SURVEY PLANS FOR EXISTING LEVELS AND SERVICES
LOCATIONS.

MAKE GOOD ALL WORKS AS REQUIRED FOLLOWING DEMOLITION IN 
PREPARATION FOR THE EXECUTION OF PROPOSED WORKS.

REFER TO SOIL MANAGEMENT PLAN AND ARBORISTS REPORT PRIOR TO 
UNDERTAKING ANY SITE WORKS.

ALL DEMOLITION AND STAGING DRAWINGS TO BE PRINTED IN COLOUR.
ALL EXISTING ITEMS, GRIDS & GRID DIMENSIONS ARE INDICATIVE ONLY. 
CHECK ON SITE TO CONFIRM EXISTING CONDITIONS PRIOR TO ANY 
WORKS. ANY DISCREPANCIES TO BE BROUGHT TO THE NOTICE OF 

PROJECT MANANGER /STRUCTURAL ENGINEER & THE ARCHITECTS.

File:

maddison architects pty ltd | 1st Floor 98 Bank St. South Melbourne VIC 3205 | 03 9696 3636  
maddison@maddisonarchitects.com.au | abn. 97 007 215 643 | reg.no. C50263

client

project

drawing

scale date

Notes
1. All existing conditions, dimensions and levels to be checked on site prior to 

commencing construction.
2. All existing levels are indicative only. Survey drawing to take precedence over 

architectural drawings.
3. Builder to refer any inconsistencies to the Architect for clarification.
4. Builder to check that this drawing is the most recent amendment.
5. Do not scale the drawings. 

checkeddrawn

project no

drawing number revision

P
ri

n
te

d
:

A1 841 x 594

northstage

project address

maddison
architects

TENDER - NFC

\\madc01\Users\JonnyMitchell\Documents\20220006_Falls_Creek_PS_CENTRAL_jmitchell2WWED.rvt

03.08.2022

T1

3
/0

8
/2

0
2

2
 4

:5
7

:1
2

 P
M

As indicated @A1

AF

EXISTING & DEMO PLAN - GROUND FLOOR

Falls Creek Primary School
Redesign

Victorian Schools Building Authority (VSBA)

PMA110

20220006

15 Slalom St, Falls Creek VIC 3699

Scale  1 : 50A140

Existing & Demo Ground Floor Plan1

Rev. Date Description

T1 03.08.2022 ISSUED FOR TENDER



VOID

External Fire escape sta
ir 

90 3410 90 870 90 3160

15320

15835

4830

3
A500

No W
orks

Demolish all existing laundry and 
bathroom fittings, wall and floor finishes

Remove existing carpet tiles and retain for reuse prior 
to floor structure demo. If damage occurs, builder to 
replace to match existing corridor carpet tiles

3
2
1
5

3
0
6
5

3
9
7
0

Dashed line denotes extent 
of ceiling over to be 
demolished

Dashed line denotes extent of ceiling 
to retain to corridor. Demo corridor 
ceiling up to new door location only

Hatched area denotes floor 
to be demolished

1
4
°

1
4
°

Extent of roof to be demolished

Builder to prop existing roof 
structure & walls and associated 
framing below

Existing Roof
No Work

Existing Roof
No Work

1
8
°

Legend - Demolition

Demolition works

GENERAL NOTES

DEMOLISH AND DISPOSE OF LEGALLY ALL WORK AS SHOWN AND ALL 

OTHER ELEMENTS AND FEATURES AND REQUIRED IN ORDER FOR THE 
PROPOSED WORKS TO BE EXECUTED IN ACCORDANCE WITH THE 
REMAINDER OF THESE DRAWINGS.

REFER TO ALL ENGINEERS DOCUMENTATION FOR DETAILS OF 

DEMOLITION OF EXISTING SERVICES AND COORDINATION OF ALL 
BUILDERS WORK AND STAGING IN RELATION TO ALL SERVICES AND 
STRUCTURE.

ENSURE STRUCTURAL INTEGRITY TO SURROUNDING BUILDINGS DURING 

AND AFTER DEMOLITION WORKS.

ENSURE ALL SERVICES TO EXISTING PREMISES ARE MAINTAINED UNTIL 
NEW SERVICES ARE INSTALLED. RETAIN EXISTING SECURITY CAMERAS 
AND EQUIPMENT TO BE RE-USED

EXISTING SERVICES TO BE DEMOLISHED OR CUT AND SEALED
OFF AS REQUIRED. DIVERT SERVICES AFFECTED BY DEMOLITION
IN ACCORDANCE WITH ENGINEERS DOCUMENTATION.
REMAINING VERTICAL SERVICES TO BE RELOCATED TO NEAREST

COLUMN OR WALL.

REFER TO LAND SURVEY PLANS FOR EXISTING LEVELS AND SERVICES
LOCATIONS.

MAKE GOOD ALL WORKS AS REQUIRED FOLLOWING DEMOLITION IN 
PREPARATION FOR THE EXECUTION OF PROPOSED WORKS.

REFER TO SOIL MANAGEMENT PLAN AND ARBORISTS REPORT PRIOR TO 
UNDERTAKING ANY SITE WORKS.

ALL DEMOLITION AND STAGING DRAWINGS TO BE PRINTED IN COLOUR.
ALL EXISTING ITEMS, GRIDS & GRID DIMENSIONS ARE INDICATIVE ONLY. 
CHECK ON SITE TO CONFIRM EXISTING CONDITIONS PRIOR TO ANY 
WORKS. ANY DISCREPANCIES TO BE BROUGHT TO THE NOTICE OF 

PROJECT MANANGER /STRUCTURAL ENGINEER & THE ARCHITECTS.

File:

maddison architects pty ltd | 1st Floor 98 Bank St. South Melbourne VIC 3205 | 03 9696 3636  
maddison@maddisonarchitects.com.au | abn. 97 007 215 643 | reg.no. C50263

client

project

drawing

scale date

Notes
1. All existing conditions, dimensions and levels to be checked on site prior to 

commencing construction.
2. All existing levels are indicative only. Survey drawing to take precedence over 

architectural drawings.
3. Builder to refer any inconsistencies to the Architect for clarification.
4. Builder to check that this drawing is the most recent amendment.
5. Do not scale the drawings. 

checkeddrawn

project no

drawing number revision

P
ri

n
te

d
:

A1 841 x 594

northstage

project address

maddison
architects

TENDER - NFC

\\madc01\Users\JonnyMitchell\Documents\20220006_Falls_Creek_PS_CENTRAL_jmitchell2WWED.rvt

03.08.2022

T1

3
/0

8
/2

0
2

2
 4

:5
7

:1
4

 P
M

As indicated @A1

AF

EXISTING & DEMO PLAN - LEVEL 1

Falls Creek Primary School
Redesign

Victorian Schools Building Authority (VSBA)

PMA111

20220006

15 Slalom St, Falls Creek VIC 3699

Rev. Date Description

T1 03.08.2022 ISSUED FOR TENDER



Ground Level

Ground Floor RL

Level 1 RL
Ground Floor CL

Level 1 - CL
Level 1 - Ex. CL

NOTE:
ALL ITEMS DASHED RED DENOTE EXISTING 
BUILDING FABRIC TO BE DEMOLISHED

125

Demo Roof

Good existing access to sub 
floor space 

EX EX

EX

EX

EX

11125

Existing Fire escape to remain

EX

Ground Level

Ground Floor RL

Level 1 RL
Ground Floor CL

Level 1 - CL
Level 1 - Ex. CL

Demolish 1st floor external corrugated 
sheet. Retain wall structure

EX
EX

Ground Level

Ground Floor RL

Level 1 RL
Ground Floor CL

Level 1 - CL
Level 1 - Ex. CL

NO WORK

NO WORK

EX EX EX

NO WORK

Demolish Window and infill with
blockwork to match existing

EX EX

Existing fire stair 
(dashed) to remain

Ground Level

Ground Floor RL

Level 1 RL
Ground Floor CL

Level 1 - CL
Level 1 - Ex. CL

Roof to be removed

NO WORK

NO WORK NO WORK

NO WORK

Legend - Demolition

Demolition works

GENERAL NOTES

DEMOLISH AND DISPOSE OF LEGALLY ALL WORK AS SHOWN AND ALL 
OTHER ELEMENTS AND FEATURES AND REQUIRED IN ORDER FOR THE 
PROPOSED WORKS TO BE EXECUTED IN ACCORDANCE WITH THE 
REMAINDER OF THESE DRAWINGS.

REFER TO ALL ENGINEERS DOCUMENTATION FOR DETAILS OF 
DEMOLITION OF EXISTING SERVICES AND COORDINATION OF ALL 
BUILDERS WORK AND STAGING IN RELATION TO ALL SERVICES AND 
STRUCTURE.

ENSURE STRUCTURAL INTEGRITY TO SURROUNDING BUILDINGS DURING 
AND AFTER DEMOLITION WORKS.

ENSURE ALL SERVICES TO EXISTING PREMISES ARE MAINTAINED UNTIL 
NEW SERVICES ARE INSTALLED. RETAIN EXISTING SECURITY CAMERAS 
AND EQUIPMENT TO BE RE-USED

EXISTING SERVICES TO BE DEMOLISHED OR CUT AND SEALED
OFF AS REQUIRED. DIVERT SERVICES AFFECTED BY DEMOLITION
IN ACCORDANCE WITH ENGINEERS DOCUMENTATION.
REMAINING VERTICAL SERVICES TO BE RELOCATED TO NEAREST
COLUMN OR WALL.

REFER TO LAND SURVEY PLANS FOR EXISTING LEVELS AND SERVICES
LOCATIONS.

MAKE GOOD ALL WORKS AS REQUIRED FOLLOWING DEMOLITION IN 
PREPARATION FOR THE EXECUTION OF PROPOSED WORKS.

REFER TO SOIL MANAGEMENT PLAN AND ARBORISTS REPORT PRIOR TO 
UNDERTAKING ANY SITE WORKS.

ALL DEMOLITION AND STAGING DRAWINGS TO BE PRINTED IN COLOUR.
ALL EXISTING ITEMS, GRIDS & GRID DIMENSIONS ARE INDICATIVE ONLY. 
CHECK ON SITE TO CONFIRM EXISTING CONDITIONS PRIOR TO ANY 
WORKS. ANY DISCREPANCIES TO BE BROUGHT TO THE NOTICE OF 
PROJECT MANANGER /STRUCTURAL ENGINEER & THE ARCHITECTS.

File:

maddison architects pty ltd | 1st Floor 98 Bank St. South Melbourne VIC 3205 | 03 9696 3636  
maddison@maddisonarchitects.com.au | abn. 97 007 215 643 | reg.no. C50263

client

project

drawing

scale date

Notes
1. All existing conditions, dimensions and levels to be checked on site prior to 

commencing construction.
2. All existing levels are indicative only. Survey drawing to take precedence over 

architectural drawings.
3. Builder to refer any inconsistencies to the Architect for clarification.
4. Builder to check that this drawing is the most recent amendment.
5. Do not scale the drawings. 

checkeddrawn

project no

drawing number revision

P
ri

n
te

d
:

A1 841 x 594

stage

project address

maddison
architects

TENDER - NFC

\\madc01\Users\JonnyMitchell\Documents\20220006_Falls_Creek_PS_CENTRAL_jmitchell2WWED.rvt

03.08.2022

T1

3
/0

8
/2

0
2

2
 5

:0
6

:3
4

 P
M

1 : 100 @A1

AF

EXISTING & DEMO - ELEVATIONS

Falls Creek Primary School
Redesign

Victorian Schools Building Authority (VSBA)

PMA140

20220006

15 Slalom St, Falls Creek VIC 3699

Scale  1 : 100A110
Existing & Demo - North Elevation1

Scale  1 : 100A110
Existing & Demo - West Elevation3

Scale  1 : 100A110
Existing & Demo - East Elevation2

Scale  1 : 100A110
Existing & Demo - South Elevation4

Rev. Date Description
T1 03.08.2022 ISSUED FOR TENDER



G
A

S

UP

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2 1

UP

A140

1

A1402

A140

4

A140 3

A400 3

A400

1

A400

2

A4004

1
A500

2
A500

Entry Foyer

Existing
General /
Sports Store

Student Drying
Room

Airlock

Staff Room

Classroom 1

Classroom 2 Classroom 3

Store

IT Room

169 m²

Outdoor Place
Space

Existing Office

Ex. Ski
Storage

Ex.FHR

E
x
.S

B

WC 1 WC 2 WC 3 Amb WC

Staff 
Hotdesk

Ex'g FIP to be relocated towards 
front entry by 300mm (COS)

EX. 
ServiceAc

cess 
Hatch

New Electric 
HWS.

For school 

E
xisting ram

p  U
P

Notice board 

New Electric 
HWS.

For Ap'mnt 

Wet Area

A700

12

11

10

13

1
A701

AV-01

EX. HP

EX. HP EX. HP

EX. HP

EX. HP

EX. HP

EX. HP

HP

Ex. HS

Ex. HS

A7007

9
A700

A700

1

A700

4

6
A700

Line of 
Bulkhead over

8

A700A700

E
X

.C
ol

.

E
X

.C
ol

.

E
X

.C
ol

. 

to
 re

m
ai

n

Ex'g Fire Ex (x3) to be relocated 
towards front entry by 300mm 
(COS)

E
X

.C
ol

.

E
X

.C
ol

.

E
X

.C
ol

.

TO-2

TO-3

2
A700

EX. HP

EX. HP

Existing
Ground Floor
Balcony

Cellar Under

01
D.EX

D.EX
02

SPOON DRAIN

S
P

O
O

N
 D

R
A

IN

S
P

O
O

N
 D

R
A

IN

Existing
Grate

3195 115 4255 235 1855 590

Drinking 
fountain

Basin

NO WORK

Existing gas meter to 
remain

4580

A
c
c
. 

W
C

 (
fi
n

is
h
e

d
 w

a
ll 

to
 w

a
l l)

1
9
4
5

Acc.WC

Entry

4665 115

Acc. WC (finished wall to wall)

2650 115 2550 1805

WC cubicles O/A

3435

265 1100 110 1720 115 1615 2750 120

E
X

.C
ol

. 

to
 re

m
ai

n

Ski Boot Store

Ski Store

Kitchenette

DDA C
irc

ula
tio

n

DDA C
irc

ula
tio

n

DDA C
irc

ula
tio

n

UP

E
xi

st
in

g 
W

in
do

w
E

xi
st

in
g 

W
in

do
w

Existing External Fire escape stair 

TO-1

TO-7

TO-1

TO-7

TO-1

TO-7

Paint Finish PP-01 to all walls,
architraves and skirting

Paint Finish PP-01 to all walls,
architraves and skirting

Paint Finish PP-01 to all walls,
architraves and skirting

Paint Finish PP-01 to all walls,
architraves and skirting

TO-1

New art table and 5no.
stools as scheduled

N
ew

 a
co

us
tic

 p
an

el
in

g 
to

 c
ei

lin
g

Ref
er

 R
CP fo

r d
et

ai
ls

New
 a

co
us

tic
 pa

ne
lin

g 
to 

ce
ilin

g

Ref
er

 R
CP fo

r d
et

ail
s

New
 a

co
us

tic
 p

an
eli

ng
 to

 ce
ilin

g

Refe
r R

CP fo
r d

et
ail

s

DG
04

DG
03

DG
02

DG
01

3
2
0

Existing 
Window

BasinRV-03RV-03

RV-03

CI-01

1
4
8
5

1480 1485

HP

HP

HP

HP

Window  opening to be in-filled with 
blockwork to match existing 

RV-01

RV-01

RV-01

RV-01

E
N

T
R

Y

2
2

5
5

 C
O

S

D
R

Y
IN

G
 R

O
O

M

2
9

3
9

 C
O

S
1

1
6

A
C

C
. 

W
C

1
9
3
2

3
1
4
0

2
3
1
4

1
1
6

1
1
0
0

TO-4

TO-6

3
A500

HP

HP

HP

1100

FRN-02

Window  opening to be in-filled with 
blockwork to match existing 

HP

C
2

C
2

01
W1

New Sewer pipe from WC above 
to be exposed in sports store 

DG
05

Note:

Dimensions are to finished wall face

3440

1
8
9
5

1
6
6
0

RISER

1. Existing metal clad walls has R2.0 insulation
2. All floors to have minimum R4.0 insulation
3. Existing roof to have R8.0 ceiling insulation 
4. Proposed roof to have R8.0 ceiling insulation and 

vapour permeable sarking Enviroseal HTF-IT or 
similar below metal roof sheet.

Insulation Notes

New Walls

Legend - Tender Options

EXCLUDE PAINTING TO THE WALLS OF CLASSROOMS 
1,2,3 & WET AREA INCLUDING SKIRTINGS AND 
ARCHITRAVES.  WALLS TO BE LEFT IN EXISTING 
CONDITION

TO-1

EXCLUDE MOBILE INTERACTIVE LED SCREEN
TO-2

TENDER OPTION 2 CLASSROOM SMART SCREEN

TENDER OPTION 1 CLASSROOM PAINTING

EXCLUDE REPLACEMENT OF SYNTHETIC GRASS TO 
OUTDOOR PLAY SPACE (REFER FINISHES PLAN FOR 
SCOPE)

TO-3

TENDER OPTION 3 OUTDOOR PLAY SPACE

SUBSTITUTE ALL SHIPLAP STYLE PAINTED WALL 
LININGS AND ALLOW 13mm PLASTERBOARD IN LIEU. 
SCOPE SHOWN DASHED.

TO-5

TENDER OPTION 5 INTERNAL FINISH

TO-6
EXCLUDE NOTICEBOARD AT ENTRY FOYER

TENDER OPTION 6 INTERNAL NOTICE BOARD

TO-7
EXCLUDE ALL ACOUSTIC PANELS IN CLASSROOM 1,2 & 3

TENDER OPTION 7 ACOUSTIC PANELS

DELETE STAFF KITCHENETTE, CAP SERVICES  AND KEEP 
EXISTING KITCHENETTE. REMOVE STOVE FROM 
EXISTING KITCHENETTE AND REPLACE WITH APF-01 
FRIDGE

TENDER OPTION 4 STAFF JOINERY

TO-4

DELETE SOLID TIMBER SCREEN

TENDER OPTION 8 TIMBER SCREEN

TO-8
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50
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Riser size to suit 
mech ducting

New insulated stud wall 

116x116mm timber 
post connecting to 
similar beam above

1. Existing metal clad walls has R2.0 insulation
2. All floors to have minimum R4.0 insulation
3. Existing roof to have R8.0 ceiling insulation 
4. Proposed roof to have R8.0 ceiling insulation and 

vapour permeable sarking Enviroseal HTF-IT or 
similar below metal roof sheet.

Insulation Notes

New Walls

Legend - Tender Options

EXCLUDE PAINTING TO THE WALLS OF CLASSROOMS 
1,2,3 & WET AREA INCLUDING SKIRTINGS AND 
ARCHITRAVES.  WALLS TO BE LEFT IN EXISTING 
CONDITION

TO-1

EXCLUDE MOBILE INTERACTIVE LED SCREEN
TO-2

TENDER OPTION 2 CLASSROOM SMART SCREEN

TENDER OPTION 1 CLASSROOM PAINTING

EXCLUDE REPLACEMENT OF SYNTHETIC GRASS TO 
OUTDOOR PLAY SPACE (REFER FINISHES PLAN FOR 
SCOPE)

TO-3

TENDER OPTION 3 OUTDOOR PLAY SPACE

SUBSTITUTE ALL SHIPLAP STYLE PAINTED WALL 
LININGS AND ALLOW 13mm PLASTERBOARD IN LIEU. 
SCOPE SHOWN DASHED.

TO-5

TENDER OPTION 5 INTERNAL FINISH

TO-6
EXCLUDE NOTICEBOARD AT ENTRY FOYER

TENDER OPTION 6 INTERNAL NOTICE BOARD

TO-7
EXCLUDE ALL ACOUSTIC PANELS IN CLASSROOM 1,2 & 3

TENDER OPTION 7 ACOUSTIC PANELS

DELETE STAFF KITCHENETTE, CAP SERVICES  AND KEEP 
EXISTING KITCHENETTE. REMOVE STOVE FROM 
EXISTING KITCHENETTE AND REPLACE WITH APF-01 
FRIDGE

TENDER OPTION 4 STAFF JOINERY

TO-4

DELETE SOLID TIMBER SCREEN

TENDER OPTION 8 TIMBER SCREEN

TO-8
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°

Approx. extent of sheet overlap to match in 
with existing. TBC with manufacturer

RM-02

EXTENT OF  EXISTING ROOF

Roof sheet to overhang 
southern wall

Extent of bulk R8.0 insulation above 
ceiling under existing roof

Extent of bulk R8.0 ceiling insulation and vapour 
permeable sarking Enviroseal HTF-IT or similar 
below metal roof sheet.

EXTENT OF  EXISTING ROOF
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1. Existing metal clad walls has R2.0 insulation
2. All floors to have minimum R4.0 insulation
3. Existing roof to have R8.0 ceiling insulation 
4. Proposed roof to have R8.0 ceiling insulation and 

vapour permeable sarking Enviroseal HTF-IT or 
similar below metal roof sheet.

Insulation Notes

New Walls

CEILING SERVICES LEGEND

PENDANT LIGHT FITTING. SET 1800mm FROM 
FFL TO UNDERSIDE OF FITTING

RECESSED DOWNLIGHT FITTING. 

WALL MOUNTED LIGHT FITTING. SET @ 2100mm 
ABOVE RELEVANT FFL

CEILING MOUNTED BATTEN LIGHT. 

CEILING RECESSED EMERGENCY LIGHT. 

SURFACE MOUNTED SMOKE DETECTOR

EMERGENCY ALARM BELL

MOTION SENSOR

SURFACE MOUNTED EXIT SIGN

CEILING RECESSED EXTRACTION FAN

RECESSED DOWNLIGHT FITTING. 

SURFACE MOUNTED DOWLIGHT FITTING. 

D1

D2

D3

NOTE: 

Ceiling finishes and fixtures/lighting only. Refer to electrical engineers drawings 
and specifications for more details and power requirements. Contractor to refer 
to architects drawings for setouts and heights.

THERMAL DETECTOR
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1. Existing metal clad walls has R2.0 insulation
2. All floors to have minimum R4.0 insulation
3. Existing roof to have R8.0 ceiling insulation 
4. Proposed roof to have R8.0 ceiling insulation and 

vapour permeable sarking Enviroseal HTF-IT or 
similar below metal roof sheet.

Insulation Notes

New Walls

CEILING SERVICES LEGEND

PENDANT LIGHT FITTING. SET 1800mm FROM 
FFL TO UNDERSIDE OF FITTING

RECESSED DOWNLIGHT FITTING. 

WALL MOUNTED LIGHT FITTING. SET @ 2100mm 
ABOVE RELEVANT FFL

CEILING MOUNTED BATTEN LIGHT. 

CEILING RECESSED EMERGENCY LIGHT. 

SURFACE MOUNTED SMOKE DETECTOR

EMERGENCY ALARM BELL

MOTION SENSOR

SURFACE MOUNTED EXIT SIGN

CEILING RECESSED EXTRACTION FAN

RECESSED DOWNLIGHT FITTING. 

SURFACE MOUNTED DOWLIGHT FITTING. 

D1

D2

D3

NOTE: 

Ceiling finishes and fixtures/lighting only. Refer to electrical engineers drawings 
and specifications for more details and power requirements. Contractor to refer 
to architects drawings for setouts and heights.

THERMAL DETECTOR
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Ground Level

Ground Floor RL

Level 1 RL

Roof - Pitch 3

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

5

A400

Hot dipped gal. 50x50x5 Equal Angle fitted to 
lowest point of stone cladding below ground 
level as shelf angle support

Hot dipped gal. 50x50x5 Equal Angle fitted to 
lowest point of stone cladding below ground 
level as shelf angle support

2
6
3
0

2
4
6
0

2
7
0
0

Folded Colorbond 'Monument' metal 
capping to block/stone wall

Match window flashing and screen on 
existing windows to new window

Existing Flashing/fascia  detail 
including bolted C purlin, under 
flashing etc to be replicated to new 
roof adjacent

8 x 250mm galvanised steel plate to cap stone 
wall ends. 
Countersunk s/s screw fixed to masonry wall 
behind.

8 x 250mm galvanised steel plate to cap stone 
wall ends. 
Countersunk s/s screw fixed to masonry wall 
behind.

BR-01
BR-01

EM-01

01
W2

Ground Level

Ground Floor RL

Level 1 RL

Roof - Pitch 1

Roof - Pitch 3

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

Existing Aerial to be re-fitted to new Eastern Wall, 
reuse bracket, refer to elevation

Ground Level

Ground Floor RL

Level 1 RL

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

Approx Line of natural Ground Level

Dashed line shows base of external wall

Existing concrete block walls to remain.
Lightweight construction to sit on top with metal 
claddingcontinuing past as shown.

SETOUT

8900

EM-01

Existing Flashing/fascia  detail 
including bolted C purlin, under 
flashing etc to be replicated to 
new roof

Ex. fascia

EWT1

Ground Level

Ground Floor RL

Level 1 RL

Roof - Pitch 3

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

8 x 250mm Steel plate to cap stone wall ends. 
Countersunk screw fixed to masonary wall behind.

Level 1 RL

Roof - Pitch 3

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

50mm thick "Falls Creek Primary" boxed all sides aluminium lettering.
Font: Roboto Regular
Signage to be made in 2 parts  "Falls Creek" and "Primary" to simplify 
transportation. Backing plates to be butt joined

Fixings  at nom 400 centres.wih spacer tubes behind. Sign 
gapped off steel cladding see detail

PC-01 aluminium tube spacer fixed to 
snowflake. Builder to allow for 7 fixings.

NOTE: Shop drawings to be submitted to architect for approval 
prior to fabrication

3
0
0

Transportable Part 1

2085

Transportable Part 2

1560

1
3
3
5

5
0

1200

PC-01 aluminium tube spacer fixed to 
snowflake. Builder to allow for 7 fixings. See 
elevation

PC-03

PC-03

Lettering / snowflake
fabricated 3D out PC-02 aluminium

PC-01 aluminium backing plate to fix 
through profiled metal cladding 

Countersunk screw fixed. Fixing holes will vary 
depending on metal cladding raised seam 
positions. 

Existing corrugated steel 
cladding

PC-01 aluminium tube spacer fixed to letters 
/ snowflake. Builder to allow for fixings at 
nom. 400 ctrs. See elevation

Black rubber grommet to spacer interface

Snowflake logo formed from PC-02 
aluminium all sides

cap head screw fixed through face of snowflake. 

Steel cladding raised seam

PC-01 aluminium tube spacer fixed to 
snowflake. Builder to allow for 7 fixings. See 
elevation

Black rubber grommet to spacer interface

Steel backing plate to 
fix through profiled 
metal cladding

MF-01

PC-03
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ELEVATIONS

Falls Creek Primary School
Redesign

Victorian Schools Building Authority (VSBA)
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Scale  1 : 100A200

Proposed - North Elevation1

Scale  1 : 100A200

Proposed - South Elevation2

Scale  1 : 100A200

Proposed - West Elevation3

Scale  1 : 100A200

Proposed - East Elevation4

Scale  1 : 50A400

Proposed - North Elevation - Signage5

Scale  1 : 5

Section Detail - Letter Signage8
Scale  1 : 5

Section Detail - Snowflake9

NOTE: Gauge of Aluminium to be nom. 2mm thick to avoid cupping or distortion. 
Grind all welds back smooth
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Ground Level

Ground Floor RL

Level 1 RL

2
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Kitchen

Staff Room

Airlock

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

R8.0 Ceiling insulation batts typical 
throughout all new and existing roof spaces 
excluding classrooms 1,2,3, Staff office, IT 

Room, Storage Room

Vapour permeable sarking like 
Enviroseal HTF-IT or similar approved. 

Typical throughout all new roof areas

R4.0 Floor Insulation batts 
typical throughout

R2.7 Wall Insulation batts typical 
throughout all external walls

SPOON DRAIN

WT-01

TT-01
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00

SC-01

116x116KDHD column and beam 
to stabilie screen. Securely fix to 
ceiling structure. 
Finish: Clear Tung oil

LVL stair stringers, ply 
tread/riser substrate. 
Square edge to tread/riser

28
0

Gal. steel post base with steel pin fixing 
to timber post. Post to be cut/mortised on 
site. Timber peg to cover fixing

19mmTH hardwood capping with 
5mm rebate between MDF cladding

30
0

Exhaust/services 
void space in joinery

10
85

Ground Level

Ground Floor RL

Level 1 RL

1
A500

Lounge Existing
Bedroom 02

Entry Foyer
Staff Room

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

6
A500

R6.0 Ceiling insulation batts typical throughout all 
new and existing roof spaces excluding classrooms 
1,2,3, Staff office, IT Room, Storage Room

Vapour permeable sarking like 
Enviroseal HTF-IT or similar approved. 
Typical throughout all new roof areas

R4.0 Floor Insulation batts 
typical throughout

R2.7 Wall Insulation batts typical 
throughout all external walls

Existing
Bedroom 01

New L'dry

RM-02

R4.0 Floor Insulation batts 
typical throughout

Spoon drain

CEILING SPACE

EX. HP

Existing access door to sub floor space.

01
D.EX

D1
03

EX
. S

TA
IR

EX. HP

01
W2

01
W1

3
A500

ST1

ST1

HP

SC-01

19mmTH hardwood capping with 
5mm rebate between MDF cladding

1. Existing metal clad walls has R2.0 insulation
2. All floors to have minimum R4.0 insulation
3. Existing roof to have R8.0 ceiling insulation 
4. Proposed roof to have R8.0 ceiling insulation and 

vapour permeable sarking Enviroseal HTF-IT or 
similar below metal roof sheet.

Insulation Notes

New Walls

Ground Level

Ground Floor RL

Level 1 RL

2
A500

Ground Floor CL

Level 1 - CL

Level 1 - Ex. CL

8

A700A700

TO-4

TO-8

CEILING SPACE

R8.0 Ceiling insulation batts typical 
throughout all new and existing roof spaces 
excluding classrooms 1,2,3, Staff office, IT 

Room, Storage Room

Vapour permeable sarking like 
Enviroseal HTF-IT or similar approved. 

Typical throughout all new roof areas

R2.7 Wall Insulation batts typical 
throughout all external walls

EX

Existing 
Window

TT-02

TT-01

WT-01

Kitchen

Lounge

Staff Room Entry

HP

SK-02SK-02

WP-01

SK-01

35

Purlins to structural 
engs. drawings

Compressed foam

Under flashing to notch around each rib using template 
as per manufacturers installation manual

Top hat to face of timber 
stud

Steel flashing to match EM-01 to 
return into sheet tray. Use 
template to achieve neat, vermin 
proof junction with wall cladding

20
Vapour permeable sarking Enviroseal HTF-IT or similar 
approved. applied below metal roof sheet.

Existing Flashing/fascia  detail 
including bolted C purlin, under 
flashing etc to be replicated to 
new roof

Level 1 - CL

Compressed foam

Steel flashing to match 
window frame finish

Double glazed aluminium window 
suite. Refer window schedule 

MDF Reveal. Paint finish

Top hat to face of timber stud

Steel flashing to match 
window frame finish

Double glazed aluminium window 
suite. Refer window schedule 

25mm MDF Reveal. Paint finish

Cladding dashed behind

R 8.0 Ceiling insulation

R 2.7 Wall insulation

L1 Lintel. Refer structural engineers 
drawings

R 2.7 wall insulation

20x20mm timber tri quad moulding, paint 
finish to match walls to perimeter of new 

windows.
Quad also used as cornice

Typical Detail 

WT-01 

20x20mm timber tri quad moulding, paint 
finish to match walls to perimeter of new 

windows.
Quad also used as cornice

Typical Detail 

WT-01 

25mm MDF Reveal. Paint finish

Level 1 - CL

Level 1 - Ex. CL

New cladding overlaps existing block wall. 
Angle varies, refer to elevation. Existing 
Flashing/fascia  detail including bolted C 
purlin, under flashing etc to be replicated 
to new /existing cladding junction 

7
A500

Level 1 - CL

Kitchen

WP-01

STUD

LVL

Existing double block wall

90 x 45mm Stud frame

140 x 45mm LVL structural 
frame

Vapour membrane

Steel tophats

50
12

0

Profiled Compressed foam to 
suit steel cladding
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G
A

S

WT-1

INTERNAL  WALL

13mm PB / 90mm TIMBER STUD / 

13mm PB

Nom. 116mm THICKNESS

MIN FRL: N/A

MIN ACOUSTIC RATING: N/A

THERMAL: R2.5 GLASS FIBRE 

BATT  

NOTES: 

1. REFER TO INTERNAL 

ELEVATIONS FOR FINISHES

WT-2

INTERNAL WALL

9mm MDF (WT-01) / 90mm TIMBER STUD / 

13mm MRPB

Nom. 116mm THICKNESS

MIN FRL: N/A

MIN ACOUSTIC RATING: N/A

THERMAL: R2.7  SIMILAR TO KNAUF KTW355

NOTES: 

1. REFER TO INTERNAL ELEVATIONS FOR 

FINISHES

WT-4

STANDARD INTERNAL PARTITION

90mm TIMBER STUD / 13mm MRPB

Nom. 103mm THICKNESS

MIN FRL: N/A

MIN ACOUSTIC RATING: N/A

THERMAL: R2.0

NOTES: 

1. REFER TO INTERNAL ELEVATIONS FOR ALTERNATE 

WALL FINISH.

2. BATHOOM CORRIDOR FINISHED WITH VINYL, WALL 

JUNCTION MUST BE FINISHED FLUSH.

STUD

WP-01

WP-02 WP-02

STUD

WP-01

STUD

WT-3

INTERNAL WALL

13mm MRPB / 90mm TIMBER STUD / 13mm 

MRPB

Nom. 116mm THICKNESS

MIN FRL: N/A

MIN ACOUSTIC RATING: N/A

THERMAL: R2.7  SIMILAR TO KNAUF KTW355

NOTES: 

1. REFER TO INTERNAL ELEVATIONS FOR 

FINISHES

WT-01

WP-01

STUD

EXTERNAL WALL TYPES

EWT-1

EXTERNAL WALL 

9mm MDF (WT-01) / 90mm TIMBER STUD / 

150mm LVL STUD / REFLECTIVE VAPOUR 

BARRIER MEMBRANE / 45mm TIMBER BATTEN 

/ CORRUGATED SHEET TO MATCH EXISTING

Nom. 315mm THICKNESS

MIN FRL: 60/60/60

MIN ACOUSTIC RATING: N/A

THERMAL: R2.7 CSR BATTS OR SIMILAR 

APPROVED

NOTES: 

1. REFER TO INTERNAL ELEVATIONS FOR 

ALTERNATE WALL FINISH

2. EM-01 ROOF SHEET TO OVERLAP EXISTING 

BLOCKWORK WALL TO CREATE DESIRED 

ANGLE

EM-01

BATTEN

LVL

STUD

WT-01

BATTEN

BR-01

EWT-2

EXTERNAL WALL 

2mm GLUE / 40mm STONE

Nom. 42mm THICKNESS

MIN FRL: N/A

MIN ACOUSTIC RATING: N/A

THERMAL: N/A

INTERNAL WALL TYPES

EWT-3

EXTERNAL WALL 

9mm MDF (WT-01) / 140mm TIMBER STUD /  

REFLECTIVE VAPOUR BARRIER MEMBRANE 

/ 35mm BATTEN / CORRUGATED SHEET TO 

MATCH EXISTING

Nom. 155mm THICKNESS

MIN FRL: 60/60/60

MIN ACOUSTIC RATING: N/A

THERMAL: R2.7 CSR BATTS OR SIMILAR 

APPROVED

NOTES: 

1. REFER TO INTERNAL ELEVATIONS FOR 

ALTERNATE WALL FINISH

2. EM-01 ROOF SHEET TO OVERLAP 

EXISTING BLOCKWORK WALL TO CREATE 

DESIRED ANGLE

EM-01

BATTENSTUD

WT-01

WT-5

CLAD EXISTING WALL

16mm CHANNEL / 9mm MDF (WT-01)

Nom. 25mm THICKNESS

MIN FRL: N/A

MIN ACOUSTIC RATING: N/A

THERMAL: N/A

NOTES: 

1. REFER TO INTERNAL ELEVATIONS FOR ALTERNATE 

WALL FINISH.

STUD

WT-01

WP-01

NOTES: 
1. REFER TO INTERNAL ELEVATIONS FOR 
ADDITIONAL WALL FINISHES.
2. BATHROOM CORRIDOR FINISHED WITH 
VINYL, WALL JUNCTION MUST BE FINISHED 
FLUSH.

Existing General /
Sports Store

Student Drying
Room

Airlock

Staff Room

Classroom 1

Existing Office

Ex. Ski Storage

WC 1 WC 2 WC 3
Amb WC

WT-4

NO LINING 
UNDER STAIR

WT-3

WT-3

WT-1

WT-2

WT-3

WT-3

WT-3

WT-3

DG
01

DG
02

DG
03

DG
04

DG
05

WT-3

WT-4

WT-4

EWT-2

EWT-2

1. Existing metal clad walls has R2.0 insulation
2. All floors to have minimum R4.0 insulation
3. Existing roof to have R8.0 ceiling insulation 
4. Proposed roof to have R8.0 ceiling insulation and 

vapour permeable sarking Enviroseal HTF-IT or 
similar below metal roof sheet.

Insulation Notes

New Walls

Existing Bedroom
02

Existing Bedroom
01

New L'dry

Corridor

Kitchen

Lounge

WT-4

WT-4

EWT-3

WT-3

WT-5

D1
01

D1
02

D1
03

WT-4

EWT-1

GROUND 

FLOOR

DESCRIPTION

FRAME

NOTES

APARTMENT ENTRY/STAFFROOM

DG-01

40mm SOLID CORE DOOR WITH PLY FACE (C GRADE

RADIATA  PINE)

42W x 19mmTH HARDWOOD TO SUIT WALL THICKNESS

ARCHITRAVE: 42x12mm HARDWOOD, SQUARE PROFILE

FINISH: PP-01 AS SCHEDULED

HARDWARE: REFER TO LOCKING & HARDWARE

SCHEDULE

DESCRIPTION

FRAME

NOTES

STUDENT DRYING ROOM

DG-02, DG-03

40mm SOLID CORE DOOR WITH PLY FACE (C GRADE

RADIATA  PINE) WITH VIEWING PANEL

42W x 19mmTH HARDWOOD TO SUIT WALL THICKNESS

ARCHITRAVE: 42x12mm HARDWOOD, SQUARE PROFILE

FINISH: PP-04 AS SCHEDULED

HARDWARE: REFER TO LOCKING & HARDWARE

SCHEDULE

VIEWING PANEL: 6.38mm TOUGHENED GLASS

1
0
0
0

1
0
0
0

2
0

4
0

 L
E

A
F

920 LEAF

SECURITY

HARDWARE 

UPGRADE

DESCRIPTION

FRAME

NOTES

MAIN RAMP ENTRY DOOR

DX-01

BLOCKER PLATE RETROFITTED TO EXISTING DOOR

HARDWARE
DESCRIPTION

FRAME

NOTES

MAIN RAMP ENTRY DOOR

DX-02

BLOCKER PLATE RETROFITTED TO EXISTING DOOR

HARDWARE

PRIVACY 

INDICATOR

300H S/S KICKER TO B/S GLUED 

AND  C/S SCREW FIXED

UNISEX TOILET AND BRAILLE. 

REFER SIGNAGE DETAILS IN 

ACCORDANCE WITH AS 1428.1

DOOR CLOSER 

TO INSIDE

LOCKABLE, 

MASTER KEY

920 LEAF

LEVEL 1

2
0

4
0

 L
E

A
F

820 LEAF

1
0
0
0

WG-01

2
0

4
0

 L
E

A
F

300H S/S KICKER TO B/S GLUED 

AND  C/S SCREW FIXED

DESCRIPTION

FRAME

NOTES

ACCESSIBLE BATHROOM

DG-04

40mm SOLID CORE DOOR WITH PLY FACE (C GRADE

RADIATA  PINE)

42W x 19mmTH HARDWOOD TO SUIT WALL THICKNESS

ARCHITRAVE: 42x12mm HARDWOOD, SQUARE PROFILE

FINISH: PP-04 AS SCHEDULED

HARDWARE: PRIVACY SNIB, REFER TO LOCKING &

HARDWARE SCHEDULE

DESCRIPTION

FRAME

NOTES

SKI BOOT STORE

DG-05

40mm SOLID CORE DOOR WITH PLY FACE (C GRADE

RADIATA  PINE)

42W x 19mmTH HARDWOOD TO SUIT WALL THICKNESS

ARCHITRAVE: 42x12mm HARDWOOD, SQUARE PROFILE

FINISH: PP-01 AS SCHEDULED

HARDWARE: REFER TO LOCKING & HARDWARE

SCHEDULE

300H S/S KICKER TO B/S GLUED 

AND  C/S SCREW FIXED

2
1
0
0

2
0
4
0

1
0
0
0

DOOR CLOSER 

TO INSIDE

DOOR CLOSER 

TO INSIDE

1
0
0
0

2
0

4
0

 L
E

A
F

720 LEAF

SKI BOOT 
STORE

1
4
0
0

DESCRIPTION

FRAME

NOTES

CORRIDOR

D1-01

40mm SOLID CORE DOOR WITH PLY FACE (C GRADE

RADIATA  PINE)

42W x 19mmTH HARDWOOD TO SUIT WALL THICKNESS

ARCHITRAVE: 42x12mm HARDWOOD, SQUARE PROFILE

FINISH: PP-01 AS SCHEDULED

HARDWARE: REFER TO LOCKING & HARDWARE

SCHEDULE

2
0

4
0

 L
E

A
F

820 LEAF

1
0
0
0

DESCRIPTION

FRAME

NOTES

LAUNDRY, BATHROOM

D1-02, D1-03

40mm SOLID CORE DOOR WITH PLY FACE (C GRADE

RADIATA  PINE)

42W x 19mmTH HARDWOOD TO SUIT WALL THICKNESS

ARCHITRAVE: 42x12mm HARDWOOD, SQUARE PROFILE

FINISH: PP-01 AS SCHEDULED

HARDWARE: REFER TO LOCKING & HARDWARE

SCHEDULE

PRIVACY INDICATOR 

(D1-03 ONLY)

2
1
0
0

DESCRIPTION

FRAME

NOTES

ENTRY - STAFF ROOM

W1-01

TIMBER FRAMED FIXED WINDOW ADJACENT TO DG-01

50mmTH x 100mmNOM. (TO SUIT WALL THICKNESS)

HARDWOOD

PP-01 FINISH

DECALS REQUIRED

6.38mm TOUGHENED GLASS

2
1
0
0

680

DESCRIPTION

FRAME

NOTES

APARTMENT LOUNGE

W2-01

CAPRAL - 425 NARROWLINE DOUBLE GLAZED FRAMING

SYSTEM

ALUMINIUM FRAME - ANODISED FINISH

12mm MDF TO LINE REVEAL, PENCIL ROUND EXPOSED

EDGES TO INSIDE. PAINT FINISH, COLOUR TBC

FIXED - DOUBLE GLAZED TYPE Minimum U=4.08

SHGC=0.56 plus or minus 5%

S
IL

L

1
7
5
0

1
3
0
0

400 1965

PC-01

GROUND 

FLOOR

FFL

GT01

GT01

BUSHFIRE MESH 

BUSHFIRE MESH & 

SUPPORT STRUCTURE 

TO MATCH EXISTING  

WINDOWS

SNOW RUNOFF SHROUD

FG

FG

LOUVRE - ALTAIR IGLU BLADE 

LOUVRE WITH RING HANDLE AND 

MAP ROD

LOUVRE - GLAZING TYPE Minimum 

U=4.29 SHGC=0.47 plus or minus 5% 

2365

1
0
5
0

DOOR AND WINDOW GENERAL NOTES

1. ALL DOOR AND WINDOW SIZES INDICATE NOMINAL 
UNIT SIZE. VERIFY STRUCTURAL OPENINGS ON SITE AND 
CONFIRM ALL UNIT SIZES PRIOR TO FABRICATION. REFER 
TO PLAN FOR SWING DIRECTION

2. NO GAPS LARGER THAN 3MM IN ACCORDANCE WITH AS 
3959 CONSTRUCTION OF BUILDINGS IN BUSHFIRE ZONES.

3. ALL GLAZING TO BE IN ACCORDANCE WITH AS1288 & BCA 
SECTION J

4. REFER TO DOOR HARDWARE SCHEDULE FOR DOOR 
HARDWARE U.N.O.

5. ALL ALUMINIUM DOOR SYSTEMS TO BE OF COMMERCIAL 
QUALITY AND FINSIHED WITH PT-01 FINISH. 

6. PROVIDE WHEELCHAIR THRESHOLDS TO EXTERNAL 
DOOR SILLS

7. ALL EXIT DOORS AND DOORS IN THE PATH OF TRAVEL TO 
BE READILY OPENABLE WITHOUT THE USE OF KEY VIA A 
SINGLE HANDED DOWNWARD OR PUSHING ACTION ON A 
SINGLE DEVICE WHICH IS LOCATED BETWEEN 900MM AND 
1.1M FROM THE FLOOR BY ANY PERSON SEEKING EGRESS 
OUT OF THE BUILDING

8. FOR ALL EXTERNAL SIDE HUNG DOORS, WEATHER STRIPS 
AND DRAFT SEALS TO BE INCLUDED

9. ALL EXTERNAL DOORS TO BE ALARMED AND CONNECTED 
TO STAFF ROOM CONTROL BOX. REFER SERVICE 
ENGINEER DOCUMENTATION.

10. EXTERNALGLAZING TO HAVE U VALUE 3.5 OR LOWER SHGC 
0.5 OR HIGHER INCLUDING FRAME

11. BUILDER TO PROVIDE SHOP DRAWINGS FOR ARCHITECT 
APPROVAL PRIOR TO FABRICATION OF ALL DOORS AND 
WINDOWS

12. REFER TO STRUCTURAL, ELECTRICAL, MECHANICAL, 
LANDSCAPING AND HYDRAULIC ENGINEERING 
DOCUMENTATION IN CONJUNCTION WITH ARCHITECTURAL 
DOCUMENTATION AS REQUIRED

13. ALL DOOR AND WINDOW LOCKS TO BE KEYED ALIKE 
WITH BQSH (DET/ CLIENT) PREFERED KEYING SYSTEM

14. ALL EXTERNAL FIXED GLAZING TO BE DOUBLE GLAZED AND 
HAVE U VALUE 3.0 OR LOWER SHGC 0.55 (+/- 10%)  
INCLUDING FRAME.

15. ALL OTHER EXTERNAL GLAZING TO BE DOUBLE GLAZED 
AND HAVE U VALUE 3.6 OR LOWER SHGC 0.52 (+/- 10%)  
INCLUDING FRAME.

16. ALL DOOR IDENTIFICATION TO BE BLACK AND WRITTEN 
IN HELVETICA FONT (ALL CAPITALS)

17. ALL ACCESSIBLE DOORS TO HAVE MIN.850mm CLEAR 
OPENING & 2.Om UNOBSTRUCTED  HEAD HEIGHTS OR 
GREATER AS NOMINATED ON THE SCHEDULE

18. ALL ACCESSIBLE DOORS TO HAVE MIN. LUMINANCE 
CONTRAST OF 30% AS PER CLAUSE 13.1-AS 1428.1-2009.

19. ALL DOORS WITH EXIT SIGNS TO HAVE BRAILLE & TACTILE 
SIGNAGE IN ACCORDANCE WITH SPEC D3.6- AS 1428.1

20. ALL DISABLED WC TO HAVE BRAILLE & TACTILE SIGNAGE 
IN ACCORDANCE WITH SPEC D3.6- AS 1428.1.

21. ALL GLAZED DOORS SHALL HAVE MINIMUM OF 5mm 
TOUGHENED GLASS IN ACCORDANCE WITH  AS3959

22. ALL DOOR HANDLES TO BE MOUNTED AT 1000mmAFFL

MASTER KEY SCHEDULE

NOTE:

- BUILDER TO ENSURE ALL SUPPLIED KEYS FIT WITH EXISTING AND NEW 
LOCKING AND DOOR HARDWARE

- BUILDER TO LIAISE WITH SCHOOL PRIOR TO ORDERING

- BUILDER TO ENSURE KEY COLOURS SHOWN TO IDENTIFY KEY TYPE 
INCLUDED ON PHYSICAL KEY

MASTER KEY TO OPEN ALL DOORS NEW AND EXISTING

MASTER KEY TO OPEN DOORS - DG.02, DG.03, D1.01, D1.02 

MASTER KEY TO SCHOOL ENTRY FOYER (EXISTING)

SECURITY REQUIREMENTS 

- BUILDER TO ENSURE EXISTING & NEW BUILDING ENTRY DOORS TO 
ACCESS SCHOOL ARE FITTED WITH MINIMUM 5mm THICK SECURITY 
HINGES AND BLOCKER PLATES.

- EXISTING DOORS (D.EX-01, D.EX-02) TO ENTRY POINTS OF SCHOOL 
REQUIRE NEW SECURITY 5mm HINGES AND BLOCKER PLATE INSTALLED 
AS PER DOOR HARDWARE SCHEDULE.
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WALL, DOOR & WINDOW SCHEDULE
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Redesign
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Scale 1 : 75A140

Ground Floor (Wall Type Key Plan)1

Scale 1 : 75A140

Level 1 (Wall Type Key Plan)2
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1

0
0

0

Ground Floor RL

Ground Floor CL

WM-01

RHK-01

HP

WM-01

WP-01

450

158
37

1
0
0

5
4
0

1
3
0

4
0
0

1
3
0

1
0
0
0

WP-01

450

WM-01 WM-01

25mmTH Birch Ply (clear 
seal) backing plate to hooks, 
screw fixed to wall

Direct stick new PB over EX. blockwork

F3 F3

2
3
0
0

Bulkhead

2
0
0

1
0
7
0

1
3
0

1
0
0
0

WP-01

260 450 175 250

HP

WP-01

RHK-01

450

WM-01

Direct stick new PB over EX. blockwork

WM-01

DG
03

F3

Frame out ceiling as required to enable 
shelving unit to be securely fixed in place

HP

1
0
0
0

1
3
0

1
1
7
0

250450

450

WM-01

WM-01

WP-01

FRN-02

F3 F3

Ground Floor RL

Ground Floor CL

HP

WM-01

WM-01

WP-01

DG
02

F3

A700

12

11

10

13

Student Drying
Room

RV-01

7
0

1
0
0
0

1
8
7
0

1
5
0

1
5
0

1
3
0
5

5
8
0

1
0
0
0

7
0

2510 1020 720

1
1
5
5

3
0
0

1
4
8
5

1480 1400 1485

RHK-01 (x40)

HPHP

HP

HP

8

A700A700

TAP-03

SNK-02

700

2
2
5
0

7
0

8
6
0

APF-01

1
0
5
0

400

JL-01

Ground Floor RL

Ground Floor CL

ADJ

ADJ

8

A700A700

ZZ
EXW

DR

DR

DR

SK-01

JPL-02

1
0

9
9
0

5
0
0

3
3

1
5
5

1
5
5

1
5
5

3
0
2

1
0
0

TAP-03

SNK-02

2
4
0
0

DR

DR

DR

DR

1050 COS 1200

16 600 600 517 517

JL-01

JL-01

JL-01

APF-01

3
3
°

540

9
0
0

200

APM-01
WP-01

4
0

40

50 440 50

NOTE: JL-03 BLACK MELAMINE 
TO ALL INTERNALS

Ground Floor RL

Ground Floor CL

3

A700A700

6 x new stools.
ST-01

20 25

1060

25 20
1150

7
6
0

4
5

5
0

1190

25mm welded SHS legs/frame/cross support. 
Finish: PC-03. Provide black plastic recessed 
feet to legs

19mmTH hardwood trim all sides to 
top, mitred corners.
Clear seal, 5mm arris to top edge

18mm Cream laminate top. Colour not known, 
contractor to match existing art tables 

19mmTH hardwood trim all sides to top, mitred 
corners. Clear seal, 5mm arris to top edge

Removeable protective top.
5mm Masonite top (to match existing art tables), rebated into 
timber surround trim to enable adhesive fixing

Note: Design intent is to match existing art 
tables and stools as closely as possible.

Ground Floor RL
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